
Ceiling Suspended Unit

l	 Reduced	sound	pressure	level
l	 Leaves	maximum	floor	and	wall	space	for	furniture,	

decorations	and	fittings
l	 Can	be	installed	in	both	new	and	existing	

buildings.
l	 Use	of	W-shaped	Coanda	flap	enhances	horizontal	

and	vertical	air	circulation	characteristics
l	 Wider	air	discharge	thanks	to	Coanda	effect:	up	to	

100	degrees
l	 Easy	installation	and	maintenance
l	 Long	life	filter	fitted	as	standard
l	 Drain	pump	kit	available	as	accessory

FXHQ-MAVE
Indoor Units FXHQ32MAVE FXHQ63MAVE FXHQ100MAVE
Capacity Cooling kw 3.60 7.10 11.20

Heating kw 4.00 8.00 12.50
Power input Cooling kw 0.111 0.115 0.135

Heating kw 0.111 0.115 0.135
Dimensions (Height x Width x Depth) mm 195x960x680 195x1160x680 195x1400x680
Weight kg 24 28 33
Air Flow Rate Cooling High/Low m³/min 12.00 / 10.00 17.50 / 14.00 25.00 / 19.50
Sound Pressure Cooling High/Low dBA 36.0 / 31.0 39.0 / 34.0 45.0 / 37.0
Refrigerant R-410A
Power Supply 1~/220-240V/50Hz
Piping connections Liquid (OD)/Gas/Drain mm 6.4 / 12.7 / 26 9.5 / 15.9 / 26

except	VRV
Inverter	

Cooling	only

optional

optional

optional

optional
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